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TECHNICAL NOTE a 
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RETENTION RING - TRASH BARREL 


by 
William E. Vernon 
Riverside District Office 


A simple, inexpensive, easy-to-make retention ring for trash barrels is 
recommended for optional use by Bureau Offices. 


Due to occasional high winds, the trash barrel plastic liners will often 


times blow out of the barrel or fall down inside. The trash must then 


This retention 


be removed by hand and placed into another trash bag. 
ring will hold the liner secure. 


Additional copies of Technical Notes are available from DSC, Federal Center Building 50, Denver, Colo., 80225 


MATERIALS NEEDED: 


1 ea. Plastic coated aluminum wire, 
18 or 20 gauge, 55 inches long. 


1 ea. Screen door spring, % inch 
diameter, 16 inches long. 
Plastic coated Aluminum Wire 
1 ea) Plastic: bagwers6 ix) 54 Ser 0O 
NSN 8105-00-848-9631. 


APPLICATION: 


Cut wire to 55 inch lengths and bend 
one loop on each end. Screen door spring % inch dia. 


Slip wire loops into spring eyes and 
close. 


Place trash bag in barrel and fold 
top of bag out over lip of barrel. 


Place retention ring over trash bag 
near lip of barrel. (Adjust reten- 
tion rine to fester ents 


To remove retention ring: 

Slip wire loops into spring 
Grasp retention ring, pull out and eyes and close. 
up over Lip offbarrel. 


Retention Ring A 


Plastic Liner 


GPO 835-253 


55 Gallon Drum 


